Machine Specification

Mode Unit TF80 TF100 TF120 TF160 TF220 TF300 TF360 TF420
Screw diameter mm | 28 | 32| 36 |32 |36 |40 | 36 | 40 | 45 | 40 | 45 | 50 | 50 | 55 | 60 | 55 | 60 | 65 [ 60 | 65 | 70 | 65 | 70 | 75
Screw L/D Ratio LD | 251 (220|196 | 248 | 220 (198 | 244 | 220|196 | 248 | 22.0 | 198 | 242 | 220|202 | 24.0 | 220 | 203 | 23.8 | 220 | 204 | 23.7 | 22.0 | 205
Swept volume cc | 99 | 129 | 163 | 145 [ 183 | 226 | 204 | 251 | 318 | 276 | 350 | 432 | 511 | 618 | 735 | 665 | 792 | 929 | 877 | 1029 | 1193 | 1128 | 1308 | 1502
NJECTION Max shot weight (PS) | g | 89 | 116 | 147 | 130 | 165 | 204 | 183 | 226 | 286 | 249 | 315 | 389 | 459 | 556 | 662 | 599 | 713 | 836 | 789 | 926 | 1074 [1015 | 1178 | 1352
Max injection pressure | bar | 2650 | 2029 | 1603 | 2505 | 1979 | 1603 | 2250 | 1822 | 1440 | 2431 | 1921 | 1556 | 2189 | 1809 | 1520 | 2340 | 1967 | 1676 | 2211 | 1884 | 1625 | 2186 | 1884 | 1642
Injection speed mmisec 12 130 137 12 119 118 19 13
Max injection rate glsec | 68 | 88 | 112 | 94 | 19 | 147 | 125 | 155 | 196 | 137 | 174 | 214 | 211 | 255 | 304 | 252 | 300 | 352 | 302 | 354 | 411 | 338 | 392 | 450
Screw stroke mm 160 180 200 20 260 280 30 340
Max locking force Tonne 80 100 120 160 20 300 360 420
Max opening stroke mm 300 345 40 445 50 560 610 660
Min mold height mm 140 190 180 200 20 240 260 280
CLAMPING Max mold height mm 360 400 460 500 600 650 720 800
Max daylight mm 660 745 810 %45 M0 1210 1330 1460
Space between tie bars | mm 360x320 410 360 460 x 410 510x460 560x 510 610 560 660610 710660
Max ejector forward force | Tonne 34 34 416 4.9 6.73 88 113 13.74
Max ejector stroke mm 80 %0 10 130 140 165 180 200
Pump drive motor kw(HP) 11(15) 1520) 18(25) 2(30) 30(40) 46(60) 56(75) 56(75)
Hydraulic pressure bar 7 7 7 17 1 7 7 7
Heater capacity kw 4 46 6.5 1 17 13 16 19
POWER/ .
HEATING Number of heating zones | gty 3N 3N N 3N 4N 4N 4N 4N
Qilfilling Liter 200 20 250 280 310 600 700 900
Maching dimensions(LXWxH)|  m 381x1.06x1.7 4x1.12x138 46x1.26x19 54x13x19 6.2 1.34x1.84 6.6x1.9%21 12x20x22 78x20%23
Machine weight, dry kgs 3200 4000 5200 6000 9400 10400 12800 16200

Mode Unit TF520 TF600 TF800 TF1000 TF1200 TF1500 TF1800 TF2300

Screw diameter mm | 70 | 75 | 80 | 75 | 80 | 90 | 8 | 95 [105| 95 | 105 | 115 [ 100 | 110 | 120 | 115 | 125 | 140 | 125 | 140 | 150 | 150 | 160 | 170

Screw L/D Ratio LD | 236 |220|206 | 235|220 (196 | 246 | 220|199 | 243|220 (201|242 | 220|202 | 239|220 | 196 | 246 | 220 | 205 | 234 | 220 | 20.7

Swept volume cc | 1424 11635 | 1860 | 1811 | 2061 | 2608 | 2610 | 3261 {3983 | 3615 | 4416 | 5297 | 4555 | 5512 | 6560 | 6440 | 7609 | 9544 | 8590 | 10776 {12370 15021 | 17090 19293
NJECTION Max shot weight (P.S) | g | 1282 | 1471|1674 | 1630 | 1855 | 2347 | 2349 | 2935 | 3585 | 3253 | 3974 | 4768 | 4100 | 4961 | 5904 | 5796 | 6848 | 8590 | 7731 | 9698 | 11133 | 13519 | 15381 17363

Max injection pressure | bar | 2226 | 1940 | 1705 | 2202 | 1936 | 1530 | 2437 | 1951 | 1597 | 2203 | 1803 | 1503 | 2229 | 1842 | 1548 | 2244 | 1899 | 1514 | 2252 | 1976 | 1564 2090 | 1837 | 1627

Injection speed mmjsec 116 1 13 M 114 106 108 108

Max injection rate glsec | 403 | 463 | 527 | 466 | 530 | 671 | 577 | 721 | 880 | 710 | 868 | 1041| 806 | 975 | 1160 | 988 | 1167 | 1464 | 1196 | 1500 | 1722 | 1718 | 1955 | 2207

Screw stroke mm 310 40 460 510 580 620 700 850

Max locking force Tonne 520 600 800 1000 1200 1500 1800 2300

Max opening stroke mm 760 920 1060 1150 1300 1450 1640 1800

Min mold height mm 320 350 400 500 600 700 750 800
CLAMPING Max mold height mm 90 1000 1130 1200 1300 1400 1640 1700

Max daylight mm 1660 1920 2190 2350 2600 2850 32680 3500

Space between tie bars | mm §10x760 910x 860 1060 x 960 1160 x 1060 1260 x 1160 1360 x 1260 15201420 1800 x 1600

Max ejector forward force | Tonne 16.63 1979 B2 26% 3093 35.19 39.72 4453

Max ejector stroke mm 205 215 300 300 350 400 450 450

Pump drive motor kw(HP) 78(100) 78(100) 56+56(75+75) 78+56(100+7) T8+78(100+100) | 56+56+06(75+75+75) | T6+TB+T8(100+100+100)  (To¢7BHTBTR 100HODH10HNN)

Hydraulic pressure bar 7 17 1 7 7 i 7 1

Heater capacity kw 2 % 0.7 3 48.1 492 82 105

52%’\'?& Number of heating zones | gty 5N 5N 5N 5N 5N 6N 6+N 6N

Qilfilling Liter 1000 1200 1600 1800 2400 3000 3000 3500

Maching dimensions(LXWxH)| m 85x21x2.26 97x23x2.26 10x24x28 116%23x3.0 13.3x25x31 144x26x32 15.8x28x32 16.8x38x37

Machine weight, dry kgs 20000 26200 36000 51000 64000 76000 97000 132000

We reserve the right to amend the above figure without prior notice. The product photos shown in catalogue are for reference only.

We reserve the right to amend the above figure without prior notice. The product photos shown in catalogue are for reference only.




